
 

 

Machinery Checklist  
 

After completing a premises check, it is highly important that you test all machinery before 

opening to the public. Please note that this list is not exhaustive. 

Machinery checks  Yes No Date Notes 

You have documented pre-start procedures 

for each separate item of machinery in 

accordance with the manufacturer’s and 

installers’ guidelines? 

    

Machinery safeguards are checked and 

recorded to ensure they are in place and 

operational? 

    

Emergency shut-off (E-stop) devices and trips 

are operating correctly and have been tested? 

    

Statutory Inspections are in date and any 

actions completed? 

    

All critical safety controls for electrical, air, 

steam and water supply are operating 

correctly, and function tested? 

    

Have shutdown conditions been checked to 

ensure all systems were appropriately 

isolated, including lock-out tags, to avoid 

unexpected start-up? 

    

Coordination and communication of restart 

process, including systematic removal of any 

lock-off tags, is in place? 

    

Any zones designated under DSEAR 

regulations are clean and safeguards are in 

place? 

    

Hardware/software restart procedure of PLC’s 

and control panels confirmed to avoid loss or 

corruption of data? 

    

Any localized fire suppression systems are 

operational? 

    

Visual check of machinery and plant to 

ensure no obstructions, debris, storage or 

other signs of damage is present? 

    

Planned activity and timescales are 

communicated to relevant personnel that 

machinery is being made live? 

    

Critical spares are available and in working 

condition? 

    

Systems with remote monitoring are 

functioning? 

    

Increase frequency of inspection and use of 

diagnostic tools to monitor for abnormal 

conditions restart: 

    

 Check fuel lines (visual for fuel and odour 

for gas) 

    



 

 

 

 Visually check hydraulic lines are not 

leaking 

    

 Check compressed air lines are not 

leaking 

    

 Check process cooling lines are not 

leaking. 

    

Ensure equipment is not left running and 

unattended during restart until all systems 

have been fully verified. 

    

Have emergency and escalation procedures, 

and the action to take, that have been 

refreshed? 

    

Confirmed emergency contact details for 

breakdowns and support.  

    

 


